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Specification Sheet 
Vision G2 Classic 6 Dissolution Tester 

Weight:  
Main unit, dry:  29.5 kg (65 lbs.) 
Main unit, bath and vessels filled with water: 49 kg (108 lbs.) 
Size: 
Height: 67.3 cm (26.5 in.) 
Width: 39.4 cm (15.5 in.) 
Depth: 58.4 cm (23.0 in.) 
Bath Capacity: 
With 6 vessels: 13.3 liters (3.5 gallons) 
Power: 
Input: 24 VDC, 3.75 A, 90 W 
Only use external power supply (listed below) 
Spindle Speed: 
Range: 25 to 250 rpm 
Accuracy: ± 1 rpm 
Displayed Resolution: 0.1 rpm 
Temperature: 
Programmable Temperature Range: 25.0 to 55.0 °C 
Accuracy: ± 0.5 °C 
Control: ± 0.1 °C  
Digital Temperature Probes (all probes): 
Range: 10 to 60 °C 
Accuracy: ± 0.1 °C from 30 - 55 °C 
Displayed Resolution: 0.01 °C 
Minimum Submersion Depth: 25 mm 
Response Time: < 45 seconds (normally 30 sec.) 

Vision G2 External Power Supply 
Power Input: 100 - 230 V ± 10%, 50-60 Hz, 1.5 A max. 
Output: 24 VDC, 3.75 A, 90 W 

Vision G2 Heater  
Weight:  4.1 kg (9 lbs.) 
Size: 
Height: 22.9 cm (9.0 in.) 
Width: 24.1 cm (9.5 in.) 
Depth: 16.5 cm (6.5 in.) 
Power Input: 100 - 230 V ± 10%, 50-60 Hz 
Power: 700-1200 W 
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Specification Sheet 
Wetted Materials 
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Accessories                       
Apparatus                       
Spin-Basket Shaft, USP, 316 SS   X                   
Spin-Paddle, USP, All-Teflon         X             
Vessels                       
Vessel, Easi-Lock, USP, Precision, 1 L, Glass     X X               
Vessel, Easi-Lock, USP, Precision, 1 L, Glass, Amber X     X               
Probes                       
E-Probes           X       X X 
Manual Sampling Cannula (PEEK)           X           
Cannula, Manual Sampling Kit   X     X         X   
Probe, Sample, Fixed Vessel-Mount   X     X       X     
Digital Temperature Probe   X                   
Vessel Covers                       
Vessel Cover, Easi-Lock       X               
Vessel Cover, ADD (Auto-Dosage Delivery)               X X     
Filters                       
Filter, Sample, 10 micron, 1/8 in.             X         
Filter, Sample, 10 micron, 1/8 in., PVDF (100/pk)          X             
Cartridge Filters (for Vision Vessel Mount Probes)             X         

 
 
 
 
 


